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Feel the difference. 
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24 25Your panoramic view on the sea at 180°. 
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Technical Specifications

There may be items shown in these photographs and artist impressions that are not included in the standard inventory of the models shown. Any eventual print mistake cannot be considered as object of claim.

The information in this brochure has been gathered and processed with scrupulous attention by Dreamline Yachts International SARL, nevertheless this information may contain printing errors or not be completely updated with regard to technical matters. The company reserves the right to change or update any information and to make 
improvements or changes to its products, without prior notice. This means that the information in this brochure does not in any way represent a guarantee, and it follows that Dreamline Yachts International SARL accepts no responsibility whatsoever for damage caused by access to this brochure. Anyone wishing to purchase a Dreamline Yachts 
International SARL product must check personally that the said product corresponds to descriptions and genuinely meets the needs and requirements of the purchaser. © Dreamline Yachts International SARL 2014
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MAIN CHARACTERISTICS

Model   Dreamline
Builder DL YACHTS S.r.l.
Naval Architect Arrabito Naval Architect
Concept and Exterior Design Team for Design – Enrico Gobbi
Interior Designer for Owner and Guest space Team for Design – Enrico Gobbi
Interior Designer for Crew spaces Team for Design – Enrico Gobbi
Length overall 34,00 m
Beam max 7,20 m
Draft  1,90 m
Tonnage light ship ~  115 t
Fuel tank capacity 14.000 l + 3.000 l Long Range: optional
Fresh water capacity 2.500 l incl. watermaker
Accommodation for Owner & Guests 10 persons in 5 cabins            
Accommodation for Crew 1 captain + 4 crew in 3 cabins, 2 bathrooms + laundry 

PERFORMANCE AND MAIN MACHINERY

DL 34 M Main engines: 2 x CAT C 32 or MTU 1920 mhp
  
  Optional: 2 x MTU 2600 mhp

  Siemens Hybrid Propulsion: 2 Gensets 270 kW/135 kW noise protected
   E-Power 2 x 180 kW: optional
 
Long range cruising ~ 10 kts     ~ 1.800 NM

Generators standard (not Hybrid equipped) 2 x Genset 50 kW  3-phase / 50 Hz


